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“IriTrack” Satellite tracking system 
 

Installation and Usage Procedures 
 Read in full         See notice @ end. 

 
The following instructions and Diagrams are for information and guidance 
only. Sound engineering practice with fasteners, welding, electric wiring and 
or other installation procedures must always be followed. 

Fig. 1 shows how the IriTrack can be positioned around a front to back center line axis. This 
positioning allows the sudden stop alarm to be activated if you come to a high impact stop. It 
also allows the incline alarm to be activated in cast of a rollover or off axis (45 degree) 
condition exists for an extended time. When  you jack up the vehicle on one side to change a 
tire the alarm will some times activate. A stop alert then an incline alert then movement of the 
vehicle will generally indicate to the IRC Monitoring Operator that the vehicle had a tire 
change. It could also mean the vehicle rolled over and was put back onto its wheels and was 
continuing the race. These alarms will most times generate a response phone call to the vehicle 
IriTrack phone system.  
Fig. 2 shows a graphic plot view of the IriTrack to Vehicle relationship. 
 
Fig. 3 shows a series of photos: 

�  3-1 is semi exploded and shows the IriTrack being slid into the slide-in-bracket 
mechanism. The bracket has the quick adaptor module attached and the hose clamps 
ready to receive placement onto a pipe support location. The quick adaptor, when used, 
can be rotated 360 degrees for proper alignment during installation. 
The adaptor can be removed and the bracket installed as necessary for proper permanent 
use.  

�  3-2 is a view of the bracket side with pressure pads and adaptor screws exposed. The 
pressure pads cushion the IriTrack and provide necessary spacing for the screw 
clearance. This view is the same is a bracket without the V-block adaptor. 
A thin film of oil (any type) must be wiped onto the pads prior to IriTrack being slid into 
the bracket tracks. If not done the pads can be wiped or torn off the bracket.    

�  3-3 is a front view with the IriTrack in place and the locking bar in position and secured 
by a keeper pin through hole in end of bar. Notice the button pad exposed above the bar. 
This must be in view of driver / co-driver for effective and proper use of equipment; both 
visual and audio.  

�  3-4 is a back view of the bracket with IriTrack in place. This allows the easy attachment 
of all cables; GPS antenna, Iridium antenna, power connector and external phone if 
appropriate. The attachments can also be connected before the IriTrack is inserted into 
the bracket.    

 
This arrangement is designed to be most effective in an incident or emergency. Pre / post race, 
IriTrack, installation and retrieval down time for vehicle is held to a minimum. 
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 Fig.1 
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Fig.2 
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Fig.3-2 

Fig.3-3 Fig.3-4 

Fig. 3-1 

These items along with the above bracket configurations 
make up the contents of the fixation kit you have received. 

 

 
GPS IRITRACK ANTENNA 
-   Rectangular Magnetic GPS 
antenna, marked Iritrack -GPS, 
with a wire of 10 cm. Dim : 70 
x 55 mm 
 

IRIDIUM ANTENNA  
- Octagonal Magnetic 
Iridium antenna, marked 
Iritrack / Iridium, with a 
wire of 10 cm. Dim : 70 x 
60 mm 
 Notice: 

The IriTrack unit will be inserted into vehicle before the Technical check. Vegas to Reno 
only: The unit is to be returned at the end of the race ASAP to avoid late fees upto $500 
dollars. 
After Vegas to Reno 2007:  A fee of $275.00 dollars per week will be assessed as rental fees 
for all units not returned on time. (See Rental Return Policy at www.racetheworld.net). 
 
Ordering this Kit and acceptance of delivery is an acceptance of these terms.  
 
 

ELECTRIC SUPPLY 
- Power cable of 50 cm long 
- One extension power 
cable of 3 metres with fuse 
holder of 3A. 
 


